
TONGUE &

GROOVE

JOINT

TIMBER FURRING

INSTALLED AT

PERIMETER OF

COVERAGE AND

@ 600mm O.C.

PERPENDICULAR

TO TOPLINE

PANELS

2
9

2

EOMAC TOPLINE

17mm X 292mm X

2780mm PANELS

LEAVE 6mm GAP

@ CEILING

CEILING

TIMBER FURRING ON

50mm SHIM @ 500mm

O.C. INSTALLED

PERPENDICULAR TO

TOPLINE PANELS AND

AT PERIMETER OF

COVERAGE

EOMAC TOPLINE

17mmX292mmX2780mm

PANELS

PERIMETER

CLIPS SK 5/0

TIMBER FURRING ON

50mm SHIM @ 500mm

O.C. INSTALLED

PERPENDICULAR TO

TOPLINE PANELS AND

AT PERIMETER OF

COVERAGE

CEILING

EOMAC TOPLINE

17mmX292mmX2780mm

PANELS

PERIMETER

CLIPS SK 5/0

50mm x 50mm TIMBER

FURRING @ 600mm O.C.

INSTALLED

PERPENDICULAR TO

TOPLINE PANELS AND

AROUND PERIMETRE

S.C.
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TYPICAL ELEVATION
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3

ERL-7

DETAIL AT CEILING

SCALE : N.T.S.

2

ERL-7

DETAIL AT CEILING

SCALE : N.T.S.
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EOMAC TOPLINE 13/3

17mmX292mmX2780MM

PANELS

ACOUSTIC CORE

TIMBER FURRING

(30MM)@ 600mm O.C.

INSTALLED

PERPENDICULAR TO

TOPLINE PANELS AND

AT PERIMETER OF

COVERAGE

BASEBOARD OPTIONAL MATCH

MDF WRAPPED WITH VENEER

TO MATCH PANELS

LEAVE 2mm GAP

@ BASEBOARD

FIN. FLOOR

OUTSIDE CORNER CAP

(MATCH TOPLINE PANEL

 OR U-CHANNEL?)

TIMBER FURRING

(30MM)

EOMAC TOPLINE 13/3

17mmX292mmX2780MM

PANELS

TONGUE & GROOVE JOINT

SECURED WITH CLIP

TIMBER FURRING @

600mm O.C. INSTALLED

PERPENDICULAR TO

TOPLINE PANELS

ACOUSTIC CORE

(30MM) BEHIND &

BETWEEN FURRING

EOMAC TOPLINE PANELS

17mmX292mmX2780MM

EOMAC TOPLINE 13/3

17mmX292mmX2780MM

PANELS

ACOUSTIC CORE

TIMBER FURRING

(30MM)@ 600mm O.C.

INSTALLED

PERPENDICULAR TO

TOPLINE PANELS AND

AT PERIMETER OF

COVERAGE

17 MM MDF FRONT AND FACE

WRAPPED VENEERED TO

MATCH THE PANEL FINISH

WALL CARPET OR PAINT

S.C.
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1

ERL-8

DETAIL @ BASEBOARD / CARPET

SCALE : N.T.S.

3

ERL-8

DETAIL @  OUTSIDE CORNER

SCALE : N.T.S.

ERL-8

4

ERL-8

DETAIL @  GAP / REVEAL

SCALE : N.T.S.

2

ERL-8

DETAIL @ BOTTOM OF PANELS

SCALE : N.T.S.
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TIMBER FURRING @

600mm O.C. INSTALLED

PERPENDICULAR TO

TOPLINE PANELS AND AT

PERIMETER OF

COVERAGE

DOOR FRAME

BY OTHERS

EOMAC TOPLINE

17mmX292mmX2780MM

PANELS

MDF BLOCKING WITH

VENEER WRAPPED

FACE AND EDGE

S.C.
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SCALE
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1

ERL-9

DETAIL @  DOOR FRAME(ALTERNATE : 1 )

SCALE : N.T.S.
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EOMAC TOPLINE

17mmX292mmX2780MM

PANELS

DOOR FRAME

BY OTHERS

TIMBER FURRING @

600mm O.C. INSTALLED

PERPENDICULAR TO

TOPLINE PANELS AND

AT PERIMETER OF

COVERAGE

DOOR FRAME

EXTENDED TO ALLOW

FOR 47MM

COVERAGE. FINISHED

TRIM INSTALLED OVER

WOODEN ACOUSTIC

PANELS

S.C.
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1
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DETAIL @  DOOR FRAME(ALTERNATE : 2 )

SCALE : N.T.S.
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TOPLINE 28/4

28MM VENEER FACE 4MM GROOVE

292

28 4

REAL WOOD VENEER

17MM FIRE RATE MDF

BLACK ACOUSTIC FLEECE

1
7

FACE OF PANEL

BACK OF PANEL

TOPLINE 13/3

13MM VENEER FACE 3MM GROOVE

292

13 3

REAL WOOD VENEER

17MM FIRE RATE MDF

BLACK ACOUSTIC FLEECE

1
7

FACE OF PANEL

BACK OF PANEL

S.C.
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SCALE

1

ERL-11

DETAIL @ BASEBOARD / CARPET

SCALE : N.T.S.

ERL-11

2

ERL-11

DETAIL @ BASEBOARD / CARPET

SCALE : N.T.S.
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